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1 .O INTRODUCTION 
This report covers the work done on the 1 year extension of Contract 
NASW-1855. 
Project 31-23700, May 21, 1970. 
The first year's work was reported i n  F i m l  Report, ITT-ETD 70-006, 
Three quarterly reports, (the 5th 6th and 7th quarterlies) have already 
been issued. 
report. 
Their resu l t s  are included i n  (or  are suwnarized in) this f i n a l  
2.0 PROGRAM OBJECTIVES 
Program A : (Non-scanned Photomultipliers) 
A-1  
A-2 
A-3 
A-4 
A-5 
-rove the accuracy of our absolute quantum counting measurements. 
Correlate the measured single electron pulse height spectrum with 
analogue noise current measurements. 
Determine the dynamic range of pulse counting rates  on fast (F4034) 
photomultiplier tubes, 
Investigate the stabil ization time requirements i n  photomultiplier 
tubes . 
Discuss our tes t  resu l t s  with interested astroaomers and consign tubes 
fo r  test  as feasible. 
Program B: (Image Intensif ier  Dissectors) 
13-1 Measure the overall quantum counting efficiency of an image intensif ier  
dissector . 
Correlate measured counting efficiency with expected behavior. 
Compare dissector counting behavior with and without image intensif ier  
preamplifier. 
B-2 
B-3 
1 
B-4 Determine the time "smear" characteristics of phosphor screens 
under single electron excitation. 
Discuss our t e s t  resu l t s  with interested astronomers and consign 
tubes for  tes t  as feasible. 
B-5 
3.0 SUMMfLRY OF RESULTS 
3.1 Program A (Non-scanned photomultipliers) 
Effort on t h i s  program was confined t o  the establishment of a calibrated 
f lux source using "netral" density low levels (a f e w  photons/em2/sec), (reported 
i n  Section 4.0 bdov). Further effor t  on Program A was curtailed i n  view of the 
intense interest  i n  Program By and the resultant possibi l i ty  of ass is t ing i n  a 
substantial "break through" i n  the art of astronomical detectors. 
3.2 Program B (Image Intensif ier  Dissectors) 
Many of the basic questions regarding smoothing dissectors (image in tens i f ie r  
image dissector modules) were investigated on t h i s  program: 
(a)  The detection properties of one and two stage tubes were compared t o  
dissectors alone. 
(b) The nature of the phosphor decay time at  very low excitation levels 
(below the vis ible  level) were measured, 
(e) The smoothing dissector was shown t o  be a d is t inc t  improvement (30 t o  
90 times) over a scanned photomultiplier (i.e. an image dissector). 
(d) Performance w a s  checked i n  both the single electron counting and the 
current-measuring modes of operation, with equivalent improvements observed. 
(e)  Anomalously superior performance was observed at slow scan rates, indi- 
cating a need for  f'urther experimental and analytical  efforts.  
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( f )  A technical paper describing our resul ts  was prepared, and has 
been accepted f o r  publication i n  Applied Gptics. 
(g) Detailed conversations have been held with many interested astronomers, 
including consignment of suitable dissectors t o  several observatories and space 
f l igh t  centers. 
In brief, the smoothing dissector has been shown t o  be an extremely promising 
new detector for low l igh t  level  astronomy and opt ical  detection i n  space. 
it may even "revolutionize" astronomical detection techniques. 
Perhaps 
4.0 LOW LEVEL FLUX SOURCE 
4.1 Plvec Tests 
Determination of the absolute counting efficiency of a PMT requires knowledge 
as t o  the exact number of emitted photoelectrons at low emission density levels 
(typically below 1000 e-/cm2/sec or below 
below those which can be reached with accurately calibrated micro-meters.  
A/cm2). Such levels are generally 
Alternatively w e  have attempted t o  generate a flux source of known intensity 
at a sufficient$y l o w  level  t o  generate the above emission current densities. 
This could be done i n  the usual manner, by attenuating a known flux beam of higher 
(and therefore accurately measureable intensity) t o  a lower value using nominally 
neutral f i l t e r s  of known transmission. 
Table 4.1 shows a comparison between the measured transmission of a group of 
1,2,3,4 and 5 f i l t e r s ,  (last row) compared t o  the expected translhission calculated 
from attenuation measurements made on the individual f i l t e r s  themselves. 
Reasonable care was taken t o  skew mount the f i l t e r s ,  
use collimating apertures, and t rap  a l l  reflected and scattered l ight.  
difference, almost a factor of 2, between the calculated and measured optical  trans- 
missions is  indicative of the d i f f icu l t ies  which can be encountered using th i s  
"brute force" technique. 
The large 
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TABU 4.1 
Measured versus Calculated F i l t e r  Transmission 
F i l t e r  
Measured 
Transmission 
(single f i l t e r )  
8.0 10-2 
8.1 x LOw2 
7.0 x 
7.0 x 10-2 
7.55 x 10-2 
Measured 
Transmission 
(cascaded f i l t e r s )  
(Note 1) 
8.0 x lom2 
7.08 10-3 
6.56 10-4 
5.41 10-5 
5.18 x lom6 
Transmission Ratio, measured 
(Note 1) transmission 
(cascaded f i l t e r s )  t o  calculated 
8.0 x lom2 
6.48 10-3 
3.54 X 10-5 
4 5.05 x LO- 
2.67 x 
Note 1: For cascaded f i l t e r  combinations up t o  and including the f i l t e r  listed. 
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4.2 Smoothing Dissector Tests 
Our t e s t s  on smoothing dissectors were made using a different method of 
attenuation. 
with a calibrated micro-micro-ammeter using a known (0.712 cm ) optical  defining 
aperture inserted i n  a f lux beam of uniform intensity (see Section 7.0 and 8.0 
below). 
(current density = measured current/ .712). 
The emission current from the photocathode under t e s t  i s  measured 
2 
The cathode current density i n  ampereslcm' could then be calculated 
Attenuation of t h i s  rather large current (10 -12-10-13 A/cm2) down t o  levels 
suitable for  low l igh t  level  and counting tests w a s  then accomplished by the use 
of an image dissector w i t h  a small aperture (25 p diameter). 
entering the aperture was reduced by the r a t i o  ( f )  (25 x 10 
This was sufficient attenuation t o  reach the necessary low t e s t  levels. 
Thus the current 
-4 2 6 ) /4 = 4.9 x 10- . 
It was assumed tha t  the electron-optical magnification for  both the image 
tube( s)  and the Vidissecto P tube was unity. Corrections for  departures from unity 
aould be made i f  desired, perhaps by measuring the above r a t i o  at high flux levels. 
Some possible error due t o  nonuniformity of the emission current density could 
also be present. 
This project did not procede far enough t o  permit quantitative measurements 
of the absolute counting efficiency or absolute S/N r a t i o  of smoothing dissectors 
to be made (see below) 
@ Registered Trademark, International Telephone and Telegraph Corporation. 
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5.0 TWORY OF SMOOTHING 
It is  possible t o  describe the basic principles behind the smoothing dissector 
principle i n  various ways, for  example: 
(a) i n  terms of detection of the discrete, bright l igh t  flashes produced at  
the phosphor screen of an image intensif ier  tube which pers is t  long enough t o  
allow for  detection when ras te r  scanning over an image area. 
(b) i n  terms of information "storage" i n  the phosphor screen, knowing that 
"storage" is  a well-known method of improving camera tube performance, 
(c )  i n  terms of a separation of the "noise-bandwidth" of a system (which se t s  
the S/N ra t io)  from the external c i rcu i t  bandwidth (which sets the r a t e  a t  which 
image elements can be interrogated) ,, 
(d) i n  terms of a time dispersion of quantum events, increasing the "odds" 
of detection during scan. 
Each of these methods of description w i l l  lead t o  equivalent analytical  
results, since they describe the same basic physical configuration, but each has 
i t s  own advantages and disadvantages as regards c l a r i t y  of understanding for 
individual investigators. 
Our i n i t i a l  analytical  effor ts  (Refs 6,7) were largely centered around (d), 
the description in terms of the dispersion of quantum events t o  increase the odds 
of detection. 
More recently, we have expanded on t h i s  ear l ie r  procedure and have published 
an ITT Technical Note (No,, 115) ent i t led "The Smoothing Dissector, a novel means 
of Image Scanning", dated July, 1970. 
In summary t h i s  note shows that :  
(a) a smoothing dissector generating "e" photoelectrons a t  the dissector 
This note appears i n  appendix B, 
photocathode fo r  each photoelectron from the first photocathode of the image 
intensif ier  tube, can be expected, under the correct scan conditions, t o  have an 
electron counting efficiency and an S/N current ratio,  improved by the factor (G) L/2 
1/2 
(b) t o  achieve the full improvement factor,(G) , it i s  necessary tha t  the 
sampling time, At, per image element ( the time t o  mwe over one image element) 
sa t i s fy  the "fast sampling" conditon 
Condition 1 A t  L T / G  (the "fast sampling" condition) 
wherer  i s  the combined decay t i m e  of the phosphor screen(s) involved. 
(c) fo r  the special case where n resolution elements are t o  be scanned, and 
a counting efficiency (o r  S/N ra t io)  approaching n individual photomultiplier tubes 
is t o  be achieved (i.e. the perfect scanning detector) then two additional res t r ic t ions 
must be met: 
Condition 2 G ' r  n ( the  "high gain" condition) 
and Condition 3 n A t  6 "7" (the "fast repeti t ion rate" condition) 
Conditions 1,2 and 3 are the three predicted smoothing conditions t o  be m e t ,  
i f  the fill advantages of smoothing are t o  be achieved. 
program (only par t ia l ly  achieved) was t o  check the val idi ty  of these three basic 
coriditions. 
A goal of our experimental 
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6.0 FRE&UENCY RESPONSE 
Measurements were made of the frequency response of a one and a two stage 
smoothing dissector made by f iber  optic coupling ei ther  one or two stage of 
"Generation I" F4700 25 mm image in tens i f ie r  tubes d i rec t ly  t o  an F40ll f iber  
optics input Vidissector tube. 
used as the (650 nm) l i gh t  source, and a Princeton Applied Research Model 121 
synchronous Lock-Ia Amplifier used t o  simultaneously modulate the JXD and detect 
the resultant output signal current modulation from the image dissector tube. 
This synchronous detection technique was selected i n  order t o  operate at  the lowest 
l i gh t  levels possible without going into a single electron counting mode of 
operation, 
A Nonsanto MV5O Light kai t t ing Diode (LED) was 
The basic t e s t  configuration i s  shown i n  Figure 6.1, 
8 
/ 
Figure 6 .I. Smoothing Dissector 
Test Configuration 
9 
An area of 0.712 cm2 on the input photocathode was flooded w i t h  the 650 mm 
radiation. 
was measured pr ior  t o  application of the high voltage and the IXD modulation, 
Total DC emission current Ik  in amperes from t h i s  photocathode area 
using a separate 300 volt  current-collecting power supply, thus yielding a known 
cathode current density, Jk, in A/cm2 given by Ik/0.712, The phosphor bombarding 
current density was approximately equal t o  Jk, since the F4700 tubes have nominally 
unity electron optical  magnification. 
Modulation current was then applied t o  the LED, and an AC output voltage 
signal k-om the F4011 developed across a lOOK load resis tor .  Modulation frequency 
on the LED w a s  adjusted with the frequency set t ing on the lock-in amplifier from 
5 HZ t o  20 KHZ. In general, A l l  response data was normalized t o  the 5 Hz value, 
integration times between 0.1 and 0.3 seconds were selected for the synchronous 
detector meter c i rcui t .  Occasionally, times as long as 3 seconds were needed t o  
avoid excessive meter fluctuation. 
Response versus modulation frequency (the amplitude transfer function) was 
measured for the one stage tube for 3 different  excitation current density levels 
and several peak-to-peak modulation amplitudes of the existing IXD flux source 
(10, 16, and 30%). 
excitation current density ( 1.1 x 10-lo A/cm2) and input modulation ( 10 
resu l t s  are  shown i n  Figure 6.2. 
For the two stage combination, data were taken only for one 
A correction for the f i n i t e  bandwidth (69 KHZ) of the measuring meter c i rcu i t  
was made according t o  
The F4011 was focussed (giving a 25 micron round sampling area) but (for 
these measurements) not scanned, since scanning would introduce spurious signals 
10 
11 
due t o  area response non-uniformities. 
tubes by the magnetic focussing field of the Vidissector (about 20 gauss) was 
ignored. 
Possible minor defocussing of the image 
6.1 Interpretation of the Results 
No significant differences i n  the amplitude t ransfer  f'unction were observed 
a t  the different current densit ies and percentage modulations selected for  the 
single stage tube (see Figure 6.2) altbough there does appear t o  be some increase 
i n  response speed with increased excitation current. 
would have been seen i f  a wider range of excitation levels  had been selected, 
especially if the excitation were increased t o  the point where the phosphor screen 
a re  normally used for  CRT displays. 
excitation conditions should be applicable t o  many low level  applications of smooth- 
ing dissectors. 
It i s  possible that differences 
The t e s t  data observed here under low 
The 70.7% amplitude response point (3  db power point) for  the single stage 
tube occurs a t  approximately 300 HZ. 
behavior of P20 type phosphor screens (as used i n  the F4700 tubes) and w i t h  the 
integral  response data of McNall, Robinson and Wampler (Ref. 1), who observed a 
time of approximately 100 psec fo r  SO$ of the photon output from a similar single 
stage (Generation I) tube under single electron excitation conditions. 
This i s  reasonably consistent w i t h  the expected 
For the two stage combination (also shown i n  Figure 6.2) the observed 
behavior, at  1.1 x lo-' A/cm2 and 10% modulation, was 70.7s t ransfer  response a t  
approximately 90 HZ (the 3 db point), i.e. substantially slower than a single stage 
tube. 
( the 50% response) fo r  the two stage tube being approximately 370 Hz) 
This i s  consisteat w i t h  the expected behavior fo r  two cascaded phosphor screens 
12 
The dotted curve in  Figure 62, shows the calculated behavior of a simple 
It can be seen that the P20 phosphor screens (as exponential ( "RC") type decay. 
expected) do not approximate a simple exponential law decay. 
exponential decay or even a hyperbolic decay would more accurately describe t h e i r  
behavior. 
Perhaps a double 
It should be e q h s i z e d  that data of t h i s  type i s  not readily available i n  
the technical l i terature .  
pertains t o  higher excitation levels, as  used i n  CRT applications, and cannot be 
applied here, with re l iab i l i ty ,  t o  the performance of threshold devices, such as 
the smoothing dissector. 
Most of the reported phosphor screen response time data 
7.0 L ~ B R I T Y  
The response l i nea r i ty  (DC output current vs DC f lux input) of a one and a 
two stage smoothing dissector w a s  checked as  follows: 
The basic t e s t  configuration i s  the same as the one shown i n  Figure 6.1, 
but with the following modifications: the synchronous amplifier was removed 
so that unmodulated f lux from the I;ED excited the input photocathode. 
output current from the  anode of the F4011 Vidissector was measured w i t h  a cal i -  
brated Keithley 6 0 0 ~  Micro-ammeter, and ( w i t h  the high voltage temporarily reduced) 
the DC cathode current from the first photocathode of the image in tens i f ie r  tube 
was also measured. 
The DC 
In addition, an FWl3O photomultiplier tube, i n  a c i rcu i t  previously checked 
f o r  l inear  response (output current versus input flux) was used w i t h  a Keithley 
Model 414 mLcroa.rnmeter t o  monitor the relat ive magnitude of the f lux from the 
LED. 
w i t h  the smoothing dissector under tes t .  
This tube looked at  a portion of the l igh t  emitted by the L;ED simultaneously 
The resu l t s  of these t e s t s  are  shown in  Figures 7.1 and 7.2, The observed 
dissector anode current, IA, and the observed image tube photocathode current Iky 
are plotted versus the PMT anode current, Ipm. 
resu l t s  and Figure 7.2 the double stage results.  
Figure 7.1 gives the single stage 
For the two stage t e s t s  the f lux load was decreased, by decreasing the Lg) 
bias current, t o  give approximately the same dissector output current range. 
corresponding current from the PW was also adjusted t o  about the same range, by 
increasing the PMT voltage from rl KV (single stage t e s t s )  t o  1,2 KV (double stage 
t e s t s )  . 
The 
A s  can be seen, the plots  of image tube cathode current Ik versus PMT anode 
current, Ipm, (dashed curves) are  essent ia l ly  exactly l ineary indicating a proper 
t e s t  configuration. This check allows us t o  use the PI." current, IN, as an 
.:abssiscascale direct ly  proportional t o  the magnitude of the incident flux, as 
14 
s / 
/ 
Figure 7.1 Linearity Characteristics, 
Single Stage Smoothing Dissector 
4- 
+ 
P 
-t /+ 
J 
I Figure 7.2 Linearity Characteristics 
I Two-Stage Smoothing Dissector 
desired, and extends the working range below the f lux level  permitted by use 
of t he  Ik  measurement alone. 
For the single stage configuration, Figure 7.1, the observed data (so l id  
curve) on the dissector output current versus re la t ive  flux input (Ipm) w a s  
essent ia l ly  l inear  over the full range tes ted (approximately 5 x lomx3 A/cm2 
t o  A/cm2 for the input photocathode current density), 
For the two stage configuration, Figure 7.2, however, the corresponding data 
indicates a small, but measureable departure from linearity,  the 2-stage smoothing 
dissector appearing t o  give somewhat super-linear behavior ( a  slope exceeding 
the l inear  45" dashed l i ne  i n  Figure 7.2) . 
Several similar repeat measurements were made t o  confirm t h i s  behavior, with 
the same resul ts .  Whether or not t h i s  s m a l l  superlinear behavior i s  a valid 
characterist ic i s  not presently known. 
8.0 S/N RATIO 
Direct measurements were made of the S/N r a t i o  of (1) a Vidissector alone 
(no smoothing), (2) a single stage smoothing dissector, and (3) a two stage 
smoothing dissector. 
The basic test  configuration is the same as the one shown i n  Figure 6.1. 
Modulation on the LED l igh t  source WaBrernoved and the c i rcu i t  shown i n  Figure 8.1 
w a s  used t o  d i rec t ly  measure the DC magnitude and the rms magnitude of the output 
signal current (current due t o  the flux input) dissector anode. 
Since the smoothing dissector i s  known t o  have an important dependence on the 
sampling rates selected for  interrogating successive image elements during scan 
(with a rather complex interrelat ion with phosphor decay time), measurements of the 
S/N r a t i o  over a wide range of c i rcu i t  bandwidths were made, by selecting various 
combinations of the R and C values i n  Figure 8.1. Table 6.2 shows the selected 
1 
Figure 8,1 S/N Anode Test Circuit 
18 
pes ist o r  
d( ohms) 
I 
I a -  6 
!2.313 M 
9 
i1.015 M 
Effective 
Circuit 
Resistance 
( ohms ) 
TABU 8.2 
CALCULATED CIRCUIT BANDWMTH, B (Hz) 
10.216 M 
1.886 M 
0.922 M 
512 K 
197 K 
100 K 
5 1  K 
20.5 K 
10.1 K 
5.01 K 
1.96 K 
991 
512 
Effective Circuit Capacitance (pf) 
23(note 1) 
775 
3.67 K 
7.5 K 
13.5 K 
35.1 K 
69 K 
135 K 
3.38 K 
685 K 
1.38 M 
3.53 M 
6.98 M 
13.5 M 
372 
42 
227 
465 
836 
2.17 K 
4.28 K 
8.40 K 
20.9 K 
42.4 K 
85.5 K 
218 K 
4-32 K 
830 K 
4670 
3.3 
18.1 
37 .o 
66.7 
173 
341 
669 
1.66 K 
3.38 K 
6.80 K 
17.4 K 
34.4 K 
- 
7070 
2.2 
11.9 
24.4 
44 .O 
114 
225 
442 
1095 
2.23 K 
4.5 K 
11.5 K 
22.7 K 
- 
32300 
0.48 
2.62 
5.35 
9.65 
25 
49.4 
96.5 
240 
488 
985 
2.52 K 
4.97 K 
- 
Note 1: No external capacitance, no "TI' connector 
computed magnitude 
bandwidth) B i n  Hz, f o r  various RC combinations, 
Hz f o r  these simple RC networks is related t o  the 3 db bandwidth, B, by: 
of the external circui'k 3 db bandwidth ( 1/2 parer ~ 
The nozse bandwidth, Af, in-, 
Af = ( T / 2 )  B Z 1.57 B 
The c i r cu i t  bandwidth i s  l inear ly  proportional t o  the various sampling 
rates  which could be used with the smoothing dissector t o  interrogate a ser ies  of 
image elements. 
sampling approximately2 image elements i n  1 millisecond, or a sample time of about 
0. 5 milliseconds. Thus: 
Thb, f o r  example, a 1 KEZ 3 db c i rcu i t  bandwidth would allow fo r  
1 - 7 f  
7fnr Permissible sampling time - 
No scan and no image sampling (per se) were used i n  these S/N tests since 
scanning with a uniformly flooded input only introduces a possible spurious 
frequency component due t o  response non-uniformities over the sensit ive area (shading, 
granularity, spots, etc.) without changing the magnitude of the shot noise t o  be 
measured from the photocurrent i t s e l f  (assuming a udifOX?nly flooded photocathode). 
Figure 8.3 shows the measured S/N r a t i o  (actually the observed signal current 
t o  noise current r a t i o  SNCR, corrected f o r  the input flux l eve l  as described below), 
as a function of the various selected external c i rcu i t  bandwidth values, B, from 
0.5 HZ t o  13.7 M H Z .  A t  the extreme lower values, the S/N r a t i o  erroneously 
appears t o  improve since the noise voltmeter is  f a i l i ng  t o  read correctly, and a t  
the extreme high values the S/N r a t i o  erroneously appears t o  increase because of the 
??ET preamplifier losses. But i n  the mid-frequency range, from approximately 10 HZ 
6 
A s  can be seen, the lower curve, for  the Vidissector alone, closely obeys 
t o  10 H!Z the data i s  representative of dissector and smoothing dissector behavior, 
a 1/2-power law, as expected based on the simple noise theory of dissectors and 
PIVIT'S. 
20 
P ' P  
/ 
The middle curve, for  a single stage smoothing dissector, shows: 
(a) an improved magnitude, with smoothing, of about a factor of 5.8 (This 
agrees with an expected increase according t o  the theory of smoothing by the 
square root of the image tube current gain, i.e. 5.82 = %,compared t o  the measured 
current gain of 28) 
(b) a tendency t o  show the best improvement fo r  high frequencies (fast 
sampling) as expected from smoothing theory. 
(e)  a corresponding tendency t o  show less  improvement at  the lower frequencies 
( slower sampling rates),  again, as expected. 
(a)  a significant improvement, (about 3 times) even a t  the lowest frequencies 
(1-10HZ). This was not an expected result ,  and w i l l  need f'urther interpretation, 
It may be the resu l t  of the broad distribution i n  the decay characterist ics of the 
phosphor screens (See Section 6.0 above) . 
Similar behavior was observed for  the two stage smoothing dissector, ( the 
upper curve i n  Figure 8.3), with a gain of about 29 at fast sampling rates  
(equivalent t o  a current gain i n  the two stage in tens i f ie r  section of about 29 
about 850). 
improvements would have been l inear ly  proportional t o  the current gains of the image 
tubes, i ,e .  34 times and 850 times. 
2 or  
If S/N power ra t ios  had been plotted i n  Figure 8.3, the observed 
The data for Figure 8.3 were taken a t  a constant current density loading on 
the F4011 photocathode of 9.05 x 
conditions i n  the F4011, but required a readjustment of the t e s t  flux (downward) 
A/cm2. This maintained constant t e s t  current 
when one and two stage of image intensification were added. 
tube, i t s  measured photocathode loading w a s  
For the single stage 
2 3.2 x 10-l' A/cm 
which yielded a current gain of p M 0  z 28.3 for  t h i s  particular F4700/F4011 
combination. 
1.39 x 
3.2 x io- 
For the two stage tube the measured input photocathode loading was 
A/cm2 giving a net overall gain of (9.5 x 10-9) / (1.39 x 10-11) = 650. 
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To show as clearly as possible i n  Figure 8.3 the effective S/N improvements 
w i t h  smoothing, the measured S/N ra t ios  fo r  the one stage tube were multiplied by 
and the two stage tube by: 
before plotting. This procedure normalized the three curves i n  Figure 8.3 t o  the 
same equivalent emission current density from the first photocathode ( i , e ,  t o  the 
same f lux input i f  the three photocathodes were ident ical  i n  response), and thus 
shows more clear ly  the gains i n  S/N r a t i o  w i t h  smoothing, 
Table 8.4 compares the measured current gain, w i t h  one and two stages, with 
the measured improvement i n  S/N power rat io .  
and experiment (with the measured S/N mlxbs improved more than the predicted 
amounts, based on the measured current gains) may well be due t o  errors i n  our 
experimental measurments (which involve low emission current measurements and 
d i f f i cu l t  S/N measurements). 
exceeded that predicted from elementary smoothing theory. 
The discrepancies seen between theory 
In any case the measured S/N power r a t i o  increase 
The magnitude of the S/N power r a t i o  improvements observed (34 and 850 times) 
should be stressed, 
dissector, with smoothing, competitive w i t h ,  o r  even superior t o  other means of 
image scanning. 
These magnitudes m y  well be sufficient t o  make the a g e  
23 
mu 8.4 
MEASURED CURRENT GAIN VS MEASURED S/N IMPROVEMEXP 
No. of Stages 
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9.0 PERFORMANCE AS A SPECTRUM SCANNER 
To check the performance of the smoothing dissector as low l igh t  level  
spectrum scanner (perhaps i t s  most important 
t e s t  configuration shown i n  Figure 9.1. 
optic image tube (ei ther  one or two stages) was d i rec t ly  coupled by optical  but t  
coupling t o  the f iber  optics input of the F4011 Vidissector. 
The sawtooth signal from the monitoring scope sweep was used t o  drive the 
immediate application) we s e t  up the 
The F4700 25 mm electrostatic-focus f iber-  
magnetic deflection c i rcu i t  of the F4011, avoiding synchronization problems. 
Dissector and image tube operating voltages were the same as i n  ea r l i e r  tests. 
(Section 7.0) . 
The opt ical  t e s t  pattern was the demagnified image of a Westinghouse ET-1332 
test chart, sharn i n  Figure 9.2a. 
a l i ne  pairs  pattern ranging from 2 l ine  pairs/mm t o  20 l i ne  pairs/mm at  the input 
photocathode. Since the dissector scanning aperture was 25 microns i n  diameter, 
i t s  diameter was approximately equal t o  the width of one white bar of the f ines t  
pattern (20 lp/mm), and would have given nearly 1005 signal modulation for  th i s  l ine  
density a t  high l igh t  levels, perfect focus conditions, and wide bandwidth. 
This chart simulated an optical  spectrum with 
A sweeprate of 10 sweep/second (10 ms/cm on the scope face) was selected, 
giving an aperture sawling time of about 300 psec ( a  time of 300 micro second t o  
move one aperture diameter). 
c i rcu i t  bandwidth, a c i r cu i t  bandwidth of 5.75 KHZ was selected for  the scope 
preamplifier . 
To minimize modulation amplitude losses due t o  f i n i t e  
The t e s t  chart was il lmimated by a tungsten lamp or IZD diode at various 
(and unspecified) f lux levels, but the photocurrent from the first photocathode 
was monitored, as i n  Section6 .O, w i t h  the t e s t  chart removed and a 0,712 cm 2 
aperture added, t o  determine the photocathode emission current density i n  the image 
highlight areas fo r  a l l  tes t s .  
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Figwe 9.2 
(Figure 9.2 is  identical  t o  Figure 2 of Appendix A) 
Figures 9.2 b-d shows reproductions of the typical  output current signals 
recorded. (over 300 photographs were taken). 
one flux leve l  (producing 1.8 x 10 
dissector. 
at  the same f lux level, and Figure 9.2d shows the resu l t s  for  the dissector 
alone, but at 20 x higher f lux level. 
Figure 9 2% shows the results, at  
e;/cm*/sec) with a one stage smoothing 10 
Figure 9-2c shows the resul ts  for  a dissector alone (no smoothing) 
Exmination of Figure 9.2 fu l ly  confirms the expected improved capability 
of the smoothing. 
the l i ne  pairs  pattern, i s  as good as the dissector alone can do --c at 20 x higher 
flux level. 
20 separate dissectors or 20 separate scanning photomultiplier tubes. 
The signal-to-noise ratio,  and the result ing a b i l i t y  t o  detect  
Thus the smoothing dissector can extract as much information as  --
This i s  a noteworthy achievement, and one which may indeed "revolutionize" 
cert&aspects of astronomical detection. 
Table 9.3 summarizes the t e s t  resu l t s  fo r  one and two stage smoothing 
This table  shows the measured emission current levels a t  which dissectors. 
the a b i l i t y  of the device t o  detect  the opt ical  spectrum i n  these two configurations 
equal that of the dissector alone, and the resultant improvement ra t ios .  
A s  can be seen, t h i s  particular one stage dissector seems t o  be consistently 
20-25 times be t te r  than a dissector alone, while a two stage tube runs from 40-100 
times better.  
It should be noted that  the amplitude modulation ra t ios  obtained w i t h  the  
one and two stages added, were infer ior  t o  that obtained w i t h  the dissector alone, 
even at  high flux levels, where noise did not interfere  w i t h  the measurement. The 
measured resu l t s  are shown i n  Table 9.4. 
was par t ly  due t o  the  limited resolving power of the image tubes, enhanced by 
the &focussing effects on these tubes by the weak magnetic focus f i e l d  of the 
Vidissector. No attempt was made here t o  optimize focussing by use of a f iber  
optic boule coupler t o  help isolate the image tubes from t h i s  magnetic f ie ld ,  
Undoubtedly th i s  loss of "resolution" 
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PATTERN 
Dissector 
on* 
~ 
i 
9.3 
DENSITY FOR VARIOUS DISSECTOR CONFIGURATIONS 
+ 
Line Pairs/mm at 50% Modulation 
16 10 6 
Dissector plus 1 Dissector plus 
one smoothing stage 1 two smoothing stages I 
29 
Dissector 
only 
(&/em2) 
2.x 
2 x 10-10 
1 10-9 
5 x 10-9 
2 x 10-8 
TmIX 9.4 
EQ,UIVAL;E31TT PHOTOEMISSION I;EvELs 
Dissector plus 
one smoothing stage 
(A/cm*) 
1 x 
1 x 10-l1 
2 x 10'10 
1 10-9 
5 x 
Dissector plus 
two smoothing stages 
( A b 2 )  
5 10-l3 
5 x 10-l2 
2 x 
5 x 
2 x 
linprovement Factor 
with smoothing 
___rj_p__ 
one 
Stage 
20 
20 
20 
25 
20 
two 
stages 
40 
40 
40 
100 
100 
9.1 Single Electron Counting Characteristics 
A t  the lowest f lux levels used i n  the spectrum scanning, the output s ignal  
current breaks up, as it does i n  photomultiplier tubes, in to  discrete, easi ly  count- 
ed pulses. 
convertor fo r  displaying a spectrum on a multi-channel analyzer, w e  could count 
the pulses obtained photographically a t  various l ight  levels. 
While w e  had no counting equipment with the necessary time-to-height 
Figure 9.5 shows the resu l t s  (hand traced cdtf the  original photographs) of 
the pulses obtained at several low flux levels, with the dissector alone and with 
one and two stages of smoothing. 
The d is t inc t  improvement i n  the absolute photoelectron counting efficiency 
(and thus of the  detective quantum efficiency) i n  the smoothing process i s  clear ly  
shown. 
The sweep times i n  Figure 9.5 were only 20 milliseconds, since the 5 x magnif- 
2 fying swep was being used i n  these photos, A t  7 x 
alone, nor the single stage unit, happened t o  observe a single photoelectron 
whereas the 2 stage tube detected 3 events. 
A/cm , neither the dissector 
A t  7 x A/cm2 the dissector alone 
s t i l l  observed nothing, but the single stage tube now detected about 11 electrons, 
and the 2 stage tube detected over 35 electrons, etc. 
It i s  quite clear, from the resul ts  recorded i n  figure 9.5 and i n  the 
additional photographic results, that the photoelectron counting efficiency is  
markedly improved by smoothing, and, by about the r a t i o  predicted by the elementary 
theory of smoothing. (Refs. 3,4,5,6,7) 
A repeti t ion rate of LO sweeps/second was selected for a l l  of our recorded 
This rate was probably somewhat slow i f  simulated opt ical  spectrum scan tests. 
100% photoelectron counting efficiency Were t o  be a desired goal, since most of 
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photons from a single electron event occurring jus t  a f t e r  a scan interrogation 
would be decayed i n  the 0.1 second time interval  before the next interrogation. 
Furthermore, the sampling time of 300 psec, while probably short enough t o  avoid 
appreciable multiple sampling of single electron puses (a  primary smoothing 
requirement) might well have been shorter yet. 
Perhaps fas te r  sweep rates, and shorter sampling times would have helped 
make the  gain obtained with two stages of smoothing (only about 40-100) approach 
more nearly the expected improvement 'of ( 
Section 8 .O resul ts)  . 
= 4-00 (compare Table 9.3 and the 
Despite these somewhat res t r ic t ive  choices on time constants the observed 
gain i n  S/N r a t i o  with smoothing was substantial. 
Further tests, under different repeti t ion rates  and sampling times are clear ly  
desirable. 
A summa,ry of the resul ts  reported here, and reprinted as Appendix A, has 
been accepted by Applied Optics for  publication, and i s  due t o  appear i n  the 
August 1971 issue. 
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ge2 SINGU EI;ECTRON SCINTILLATIONS 
The single electron scintillation properties of a two stage smoothing 
dissector were investigated by stopping the scan, and looking at the output 
signal pulses from the dissector anode with an oscilloscope at a very low light 
level (1.3 x 
through the 25 micron aperture). 
A/cm2 at the first photocathode or 40 electrons/second 
Figure 9,6 a shows a tracing of a typical signal at 5 ms/cm (50 ms/sweep) . 
The three large pulses were probably scintilla%bnsdue to photoelectrons f’rom 
the first photocathode (2 were expected, on the average, for  this sweep rate), 
The background of smaller pulses were presumed to be due to delayed photon emission 
from the two phosphor screens (from earlier scintillations) as well as from thermionic 
emission from the second and third photocathodes and the electron multiplier. 
evidence of intermediate-sized pulses, perhaps due to scintillations at the second 
phosphor screen can be seen in the original photographs. 
the 50% point for the larger scintillations seems to be about 1 ms, which is 
reasonably consistent with the measured behavior of two stage tubes (Section 6.0). 
Some 
The time constat to 
The larger scintillation pulses were observed in more detail, by triggering 
the scope sweep only for large pulses and increasing the sweep speed to 50 psec/cm 
or 0.5 ms/sweep. 
photograph. 
10-20 ns, and therefore appear as discontinuities at this sweep speed) can be 
attributed to single electron events at the dissector aperture. 
scintillation appears to be composed of about 50-100 single electron pulses in 
the dissector multiplier, down to about 10% pulse amplitude. 
milliseconds, which is again consistent with other measurements of two stage decay 
time behavior. 
A typical result is shown in Figure 9.6b, traced off the original 
The discontinuities in this sweep (which have rise times of about 
Thus, each 
This occurs in 0.5 
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It should be noted t h a t  t h i s  direct  observation of output scinti1la;tions 
could not be used t o  measure the absolute photon counting efficiency of a two 
stage image in tens i f ie r  tube. 
10 .O ABSOLUTE SPECTRAL FBSPONSES 
FigurelO,1 shows the measured absolute spectral  response of the three 
detectors used. Since the F40U Vidissector had a conventional ( S 2 0 )  m u l t i -  
a lka l i  photocathode, while the two F4700 single stage image intensif ier  tubes 
had extended red response, no attempt w a s  made to put equal flux levels  onto the 
different tube combinations, Instead, fo r  each experiment, the t o t a l  photocurrent 
emitted from the first photocathode was measured w i t h  a sensitive micro-micro- 
ammeter, with a 0.712 cm2 round defining aperture i n  front of the photocathode. 
The emission current density Jk (which i s  the factor controlling the detector 
performance following the photocathode) could then be calculated from: 
Ik  (measured cathode current i n  A) Jk (A/cm2> = 
0.712 
To make t h i s  measurement, only enough voltage (approximately 300 volts)  was 
applied t o  assure that a l l  photocurrent was collected. 
Sections 6.0 and 7 .O. 
For further details ,  see 
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11.0 TECHNICAL MEETINGS 
During the period of t h i s  contract several key meetings were held with 
interested astronomers and space scientists.  
Ha l l am,  Charles Aitken, Gerald Baker, D r ,  James Kupperian, Mr. W i l l i a m  White, 
Edward  Chin and Larry Dunkelman of Goddard Space Flight Center, James Milligan 
of Marshall Space Flight Center, Dr .  E. J. Wampler of Lick Observatory, 
Dr, E. Dennison and Dr, J. B. Oke of Mount Palomar Observatory, Dr .  Robert Tu11 
of McDonald Observatory, D r .  Roger Lpds of K i t t  Peak Observatory, D r .  A. Hiltner, 
President of AURA, Dr, Kent Ford and L e w i s  Brown of the Carnegie Insti tution. 
These included Dr, Kenneth 
I!ZT i s  attempting t o  maintain close l ias ion with as many working astronomers 
as possible t o  help keep them abreast of the  work being done on this contract, and 
the  potential  advantages of quantum counting photomultipliers and dissectors. 
12.0 GENEF3AL CONCLUSIONS 
During the period of t h i s  contract, the  potential  advantages of the smoothing 
dissector technique for  astronomical readout have been more f'ully confirmed. While 
a number of un-answered questions remain, it is clear that use of image intensif ier  
tube (or tubes) ahead of an image dissector does offer many advantages over other 
technieques for  certain applications. 
In particular the use of a dissector with a s l i t  aperture, scanning a l a w  
l ight level  spectrum, i n  the quantum counting mode, may be an especially valuable 
technique. 
efficiency and delayed readout) , electronography (technologically d i f f icu l t ) ,  or  
Tv type readout (low resolution, non-quantum counting), 
techniques suffers from one or more serious disadvantages. 
Present procedures e i ther  use photographic recording ( l a w  quantum 
Each of these alternative 
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APPENDIX A 
A Method of Improving the S/N Ratio of an Image 
Dissector for use i n  an Electronic Scanning 
Spectrometer 
(This appendix contains a copy of a publication prepared fo r  and accepted for 
publication i n  Applied Optics, August, 1971) 
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I APPLICATIONS NOTE E19 
A METHOD OF IMPROVING THE SIGNAL-TO-NOISE RATIO 
OF AN IMAGE DISSECTOR FOR USE IN 
AN ELECTRONIC SCANNING SPECTROMETER 
Hecker, Nordseth and Joseph have suggested (Ref. 1) a novel means of extracting 
information from an optical image, using an image dissector which has been internally modified 
by the addition of a method of image intensification followed by a slow decay phosphor screen 
prior to the dissecting aperture. In this modified image dissector the slow phosphor screen acts as 
a temporary storage element, offering the possibility of an improved signal-to-noise ratio. 
McNall, Robinson and Wampler, using an ITT FW130 photomultiplier tube in the single 
electron counting mode, have experimentally investigated (Ref. 2) the t h e  dispersion and related 
statistical properties of one, two, and three stage electrostatically focussed image intensifier tubes 
when excited by single input quanta. They show that these properties are indeed appropriate for 
improving the information extraction from optical images (increasing the detective quantum 
efficiency), especially from low light level spectra, if such image intensifier tubes were to be used 
in conjunction with line scanning image dissectors. Further experimental confirmation has been 
reported by Ford and Brown (Ref. 3) who have coupled an image dissector (an ITT F4011) to a 
two stage high gain magnetically focussed image intensifier tube, and shown that the short time 
(approximately 1 millisecond) storage of the image tube is sufficient to permit counting of the 
primary photoelectron scintillations in the line scan mode. 
We have now shown that the combination of an image intensifier tube coupled to the 
input of an image dissector, which we call a “smoothing dissector”, can also be used to 
advantage at higher light levels in a more conventional current-measuring (non-quantum-counting) 
mode. In our technique we observe the output current from the smoothing dissector anode 
directly on an oscilloscope or other similar recording instrument. 
Our basic test configuration is shown in Figure 1. A single stage electrostatically-focussed 
ITT F4700 image intensifier tube, with an S25 type input photocathode and a P20 type output 
phosphor screen, is fiber-optically coupled to an IT” F4011RP image dissector tube, with an S25 
type photocathode and a 25 micron diameter dissecting aperture. The output current from the 
F4011RP is fed through a conventional preamplifier, having a DC to  5.75 kHz half power 
bandwidth, to a Tektronix Model 543/1A1 oscilloscope. 
TUBE DIVISION ITT 
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To demonstrate the special detection capability of this smoothing dissector as a 
spectroscopic detector, and to simultaneously display the spacial modulation properties, we 
simulated a low light level input spectrum with the image of a portion of a Westinghouse 
ET-1332 bar pattern test chart, Figure 2a, reduced in size to give ten sets of repetitive bars 
ranging in repetition density in steps of 2 line pairslmm from approximately 2 line pairslmm to 
20 line pairs/mm at the input photocathode. This optical test image was then line-scanned with 
the smoothing dissector at 100 mslsweep, using the sawtooth output from the oscilloscope for 
horizontal deflection. 
Figure 2b shows the output signal current observed on the oscilloscope for an input flux 
level yielding a measured current density of 1.8 x IO1' electrons cm -2 * sec-' in the image 
highlight areas from the photocathode of the F4700. This image intensifier tube w a s  operated at 
approximately 15  kV overall, at which voltage each photoelectron striking the phosphor screen 
typically triggers the emission of about 500-1000 photons exitting from the output fiber optics 
window. 
For direct comparison, Figure 2c shows the signal output current obtained under the 
same conditions, but with the image intensifier tube removed, and the input image focussed 
directly onto the photocathode of the image dissector. In this case the input flux level was 
slightly readjusted, to compensate for the small spectral response differences between the two 
photocathodes, to give the same measured highlight emission current density (1.8 x 10 10 
electronsucm- 2 sec -') from the photocathode of the image dissector. The ability of the 
smoothing dissector to improve the signal-to-noise ratio, i.e. to increase the overall detective 
quantum efficiency of this scanning detector, is clearly evident when comparing the results 
shown in Figure 2c with those shown in Figure 2b. 
To determine the approximate amount of improvement obtained, we then increased the 
flux level incident on the dissector done by a factor of 20 ( to 3.6 x 10l1 electrons - cm-2 - sec-l) 
and recorded the resulting scan signal, Figure 2d. Comparison of Figure 2d with Figure 2b shows 
that our particular F4700/F4011RP smoothing dissector combination had an information 
extraction capability equivalent to an increase of approximately 20 times in the flux level, or to 
the use of approximately 20 separate photomultiplier tubes, each scanning 1/20 of the optical 
spectrum. Further improvement should be possible by the use of additional stages of image 
intensification ahead of the image dissector. 
While a definitive theory of smoothing has not yet been published, our own analysis 
indicates that our test configuration meets the basic requirement for smoothing, namely, that the 
same time for each resolvable image element (approximately 0.1 ms in our case) be shorter than 
the phosphor decay time (about 0.5 ms for the F4700). 
As shown in Figure 3, we have also confirmed the input/output linearity of our 
smoothing dissector using a Monsanto MV-50 GaAs light emitting diode, whose 650 nm output 
flux could be conveniently varied over a wide dynamic range by changing the applied excitation 
current. The relative output flux from this diode was monitored with an ITT FW130 
photomultiplier tube. The actual magnitude of the flux density incident on the image intensifier 
tube at the higher irradiance levels was then determined by measuring the F4700 photocathode 
emission current, using a 0.712 cm2 round optical defining aperture and the measured radiant 
sensitivity of the F4700 photocathode at 650 nm (18 mA/W). The relative flux density readings, 
taken with the photomultiplier tube over the full range of irradiance levels, were then matched 
E17 4-71 
to these absolute values. No evidence of non-linearity w a s  observed, even at the lowest flux 
levels, where single electron excitation events could easily be observed on the oscilloscope, and 
where Francis and Stoudenheimer (Ref. 4) have reported non-linear behavior of P11-type 
phosphor screens. 
It seems reasonably clear from our results, and from those of McNall, Robinson and 
Wampler, and Ford and Brown, that the smoothing dissector offers the following advantages over 
other techniques for spectroscopic detection: 
1. 
2. 
3. 
4. 
5.  
6. 
7. 
8. 
9. 
10. 
11. 
It has a higher detective quantum efficiency, i.e. a higher information extraction 
capability, and thus a better signal-to-noise ratio than either a single scanned 
photomultiplier tube or a scanning image dissector. 
It is less complex and probably less costly than an equivalent array of 
photomultiplier tubes. 
It can be used either in the digital (quantum-counting) mode of operation at very 
low light levels, or, in the analog (current-monitoring) mode of operation at 
higher light levels. 
It can be single line scanned, using a slit-shaped aperture matching the desired 
spectral resolution, instead of inefficiently raster scanned as in conventional 
storage-type television camera tubes. 
The scan can be localized, upon command, to examine selected spectral regions in 
more detail and with a higher signal-to-noise ratio. 
The scan can be stopped completely on any desired single spectral element, and 
the smoothing dissector then used as a single premium photomultiplier tube. 
'rhe output information, whether analog or digital, is quantitative in nature, and 
linearly proportional to the input flux density over several orders of magnitude. 
The output information is immediately available, not time-delayed as in 
conventional photography, for transmission to remote monitoring stations, where 
possible feedback control can be exercised (optical focussing, electrical focussing, 
selection of localized scan areas, etc.). 
The input image intensifier tube can be electrically gated for use in time-resolved 
spectroscopy. 
The spectral information from very short optical pulses is temporarily stored in 
the phosphor screen(s) for subsequent scan readout. 
The spectral response can range from approximately 110 nm in the Uv to 1200 
nm in the IR. 
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In addition, because of the inherent higher quantum efficiency of photocathodes 
compared to photographic film, it also seems possible that the smoothing dissector, given 
sufficient image intensifier gain, may be able to extract more total information from an optical 
spectrum than can be extracted with conventional photographic recording techniques. 
Our work was both encouraged and supported by the Office of Physics and Astronomy, 
Astronomy Programs, the National Aeronautics and Space Administration. 
1. 
2. 
3. 
4. 
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( a )  Test  pattern input 
4 h o r n s  
( b )  Image dissector, with smoothing 
( c  1 Image dissector only, no smoothing, same input as (b )  
( d )  Image dissector only, no smoothing, 20x increase in input flux 
Figure 2: Single Sweep Output Signal 
(a) Simulated optical spectrum, Westinghouse ET-1332 bar pattern test chart; 
(b) Output from fiber optics F4011RP image dissector tube coupled to an F4700 image 
intensifier tube, 1.8 x 10" electrons- crnW2- s
oscilloscope gain: 0.5 V* cm-l; (c) output from F4011RP image dissector alone, same 
highlight emission current density as above, oscilloscope gain: 0.05 V- cm'l; (d) output 
from F4011RP image dissector alone, 20x higher flux level than ( e ) ,  oscilloscope 
gain: 0.5 V. cm-1. 
-1 highlight emission current density, 
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FIRST PHOTOCATHODE CURRENT DENSITY (e-* c m 2 *  see' 
I o7 IO8 lo9 10'O 
i + -FLUX MEASURED WITH FW130 PHOTO- MULTIPLIER TUBE 
10-'O IO-' IC8 
INCIDENT FLUX DENSITY (Watts cm2)  
Figure 3: Measured Input/Output Linearity of an F4700/F4011RP 
Smoothing Dissector. 
Light Source: Monsanto MV 50 650 nm GaAs light emitting diode. 
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APPENDIX B 
This appendix contains a copy of ITT Technical Note 115, 
“The Smoothing Dissector”, a Novel Means of Im(zge Scanning, 
ELECTRON TUBE DIVISION 
Tube and Sensor Laboratories 
3700 East Pontiac Street 
Fort Wayne, Indiana 46803 
Telephone 21 9 743-7571 
TECHNICAL NOTE 115 
THE SMOOTHING DISSECTOR 
A NOVEL MEANS OF IMAGE SCANNING 
When an image intensifier tube is added, as an image preamplifier, in front of an image 
dissector tube, interesting and potentially useful behavior results. 
Electron Input Dissector 
Photocathode Photocathode Multiplier 
/ 
Fiber Optically 
Coupled I Phosphor 
V 
IMAGE IN~ENSIFIER IMAGE DISSECTOR 
Figure 1 A Smoothing Dissector 
To better understand this two-tube module, called a smoothing dissector by I n ,  consider 
what happens to a particular photoelectron (designated as No. 1) leaving the input photocathode 
of the image intensifier tube. This photoelectron is accelerated to high energy (commonly 10-15 
kv) and allowed to bombard a phosphor screen. This screen subsequently emits a group or chain 
of triggered photons (Ref. l), usually 200-500 in number (Ref. 2) spread out in time according 
to the statistical time decay characteristics of the phosphor screen material. Provided that these 
photons are then fiber-optically coupled to the image dissector photocathode, they then excite a 
corresponding group of photoelectrons &om the dissector photocathode, typically 30-100 in 
number (Refs. 3, 4). 
ELECTRON TUBE DIVISION ITT 
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Two key factors are of particular significance: 
(1) The triggered group of photoelectrons are not emitted simultaneously, but are 
spread out, time-wise, by the finite decay time characteristics of the phosphor screen(s) of the 
image intensifier tube. In effect, quasi-information-storage is occurring in the phosphor screen 
material, in terms of the temporarily excited metastable states. 
(2) Each photoelectron in the triggered group contains all of the information 
regarding the occurrence of the triggering photoelectron (No. 1). Detection of only one of these 
triggered electrons is, therefore, sufficient for positive identification of the occurrence of the 
input photoelectron. 
Since the dissector can, and does easily detect (Refs. 5, 6, 7) each individual photoelectron 
entering its aperture (in terms of a discrete charge pulse in its anode circuit) it now becomes 
possible for the dissector to detect the occurrence of the initial triggering photoelectron (No. 1) 
by detecting any one of the triggered group of electrons, even though this initial photoelectron 
event (No. 1) occurred prior to scan by the dissector aperture over the particular image element 
from which this electron (No. 1) was emitted. This is the fundamental principle of the 
smoothing dissector. It appears that some of the loss of information, “inherent” in image 
dissectors due to loss of all electrons emitted from an image element prior to scanning, can, in 
fact, be alleviated (!). 
To estimate the numerical improvement possible with smoothing, consider a fast-scanned 
image dissector, in which the picture element dwell time, A t defined by 
A t  z T/N 
where T = time to scan a complete frame, and N = number of resolution elements per frame is 
considerably less than the average time interval, T/n, between the photoelectrons making up the 
triggered group, where T= decay time of the phosphor screen, and n = number of triggered 
electrons. This “fast-scan” restriction, namely : 
minimizes the redundant statistical probability of sampling more than one of the triggered 
photoelectrons in one aperture dwell time,A t. 
Noting that no time correlation can exist, in general, between the sampling time, A t ,  and 
the time of occurrence of the input photoelectron, No. 1, it can be seen from Figure 2 that the 
probability, ~ (wos ) ,  of detecting photoelectron No. 1 without smoothing is given by 
~ ( W O S )  E At /T  
whereas the probability, ~ ( w s ) ,  with smoothing, of detecting one or more of the photoelectrons 
triggered by No. 1, is given by 
~ ( w s )  n A t/T = n ~(WOS) 
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Figure 2 Detection Probability Diagram 
Thus, smoothing has improved the probability of photoelectron detection by a factor of n. 
Since values of n from 30-50 are readily available in single stage image intensifier tubes (Ref. 4), 
and 1000-2000 in two stage tubes, etc., substantial improvements in the performance of image 
dissectors are possible by the use of smoothing. 
In fact, ,the above reasoning leads directly to the conclusion that, for the dissector: 
Detective Quantum Efficiency (no smoothing) = (At/T) Qk 
Detective Quantum Efficiency (with smoothing) r (n At/T) Qk 
where Qk z quantum efficiency of the dissector photocathode = quantum efficiency available 
using single photomultiplier tubes for single spectral elements. 
A further conclusion, based on image dissector theory (Ref. 6) is that the output 
signal-to-noise current ratio, SNCR (ws), with smoothing, will be related to the corresponding 
output signal to noise current ratio, SNCR (wos), without smoothing by: 
SNCR (WS) s \(-;;-sNcR (WOS) 
A restriction on the use of the preceding relationships is that fast scanning be used, such 
that 
A t  < ?/n where A t  z. T/N 
A second restriction (and this represents the true “cost” of smoothing) is that the 
smoothing dissector can no longer follow rapid changes in the input flux level (up to many 
megahertz in non-smoothing dissectors) but is limited, instead, by the slow decay time of the 
image intensifier phosphor screen(s) (typically a few milliseconds). 
Additional studies (Refs. 8, 9, 10) of smoothing dissector behavior have been made, 
primarily as related to a special type of smoothing dissector called an “image dissecticon”. 
APPLICATIONS 
One of the most promising potential applications for the smoothing dissector is for low 
light level spectroscopy (such as astronomical (Ref. 1) and Raman spectroscopy), where it is 
desired to : 
(1) Make use of the improved quantum efficiency and red response of photocathode 
compared to photographic film, 
(2) Eliminate cumbersome and costly banks of photomultiplier tubes, 
(3) Obtain real-time electrical readout of spectral information. 
(4) Eliminate chemical processing of photographic film, and 
( 5 )  Eliminate the non-linearity (non-unity gamma) of photographic recording. 
In this case the smoothing dissector will probably be optimized geometrically by using a 
slit aperture to line scan the spectral information, with the slit width selected to give the desired 
resolution, and the scan kequency optimized by choosing a frame time, T, approximately equal 
to the phosphor decay time,  in order to be certain of having a statistical chance of detecting 
every photoelectron emitted by each spectral element). 
Optical 
Spectrum 
Dissector Aperture 
Figure 3 Spectral Scan 
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Thus, for line scan: 
This given 
T S rand At = T/N E r/N 
n < N  
as the optimum smoot-.ing condition for line scanning. ‘Illis restriction, in effect, states that 
increasing the number of triggered photoelectrons, n (by increasing the “gain” of the 
pre-amplifying image intensifier) will increase the available S/N ratio only up to the point where 
n approaches the number of resolvable resolution elements, N. Further increase in n will only 
lead to redundant information extraction and no further improvement in the S/N ratio. 
To maximize the S/N ratio without excessive image intensifier gain it is, therefore, 
probably optimum to choose 
as the condition for optimum operation in the line scan mode. If this is indeed valid, then the 
earlier relationship for detective quantum efficiency reduces to : 
Detective Quantum Efficiency (Line Scan, with smoothing, n = N) z Qk 
In other words, it is possible that the smoothing line scan dissector will approach the S/N 
ratio capabilities of a bank of N discrete photomultiplier tubes each with a cathode quantum 
efficiency, Qk (!). Further analysis, and confirming experimental measurements, will be needed 
to determine how close the smoothing dissector can come to this maximum possible performance 
capability. 
Figure 4 shows the measured signal-to-noise ratio characteristics of a specific smoothing 
dissector module, made up of an ITT F4011 Vidissector and an ITT F4714 25mm electrostatic 
focus, single stage image intensifier tube. The signal-to-noise ratio is plotted as a function of the 
noise measurement circuit bandwidth, A f ,  (which is inversely proportional to the effective 
sampling time, t) in an attempt to show that smoothing is more effective for fast scan (larger 
A f values). This can indeed be seen &om the results shown in this figure, in terms of the wider 
spacing between the experimental curves for large A f. However, an unexpected finite separation 
(smoothing increase) is observed even for noise measurement bandwidths as low as 1 0  Hz, which 
is well below the principal “bandwidth” of the phosphor screen (about 50-100 Hz). This 
apparently anomalous behavior may be due to the residual slow (tail) decay known to be present 
in typical phosphor screens, but until this possibility is confirmed, the results shown in Figure 4 
should be treated with caution. 
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Figure 4 Measured Signal-to-Noise Current Ratio as a Function of the Noise Measurement Circuit 
Bandwidth for a Fiber Optics F4011 Vidissector Coupled to a 25 mm Single Stage 
Electro-Static Focus Image Intensifier Tube 
It should be noted that since both the image intensifier tube and the image dissector are 
linear devices (output directly proportional to the input), the smoothing dissector should, 
therefore, retain this linearity and be well adapted for quantitative spectroscopy. 
For further information on smoothing dissectors, the types of dissectors and image 
intensifiers available, and the latest experimental confrming results, contact ITT Electron Tube 
ivision, 3700 E. Pontiac Street, Fort Wayne, Indiana 46803. 
REFERENCES 
1. 
2. 
3. 
4. 
5. 
6. 
7. 
8. 
9. 
10. 
J. McNall, L. Robinson, & E. J. Wampler: “The Response of Phosphor Output 
Image Intensifiers to Single Photon Inputs” (Lick Observatory, 1970) (To be 
published). 
ITT Wall Chart: “Typical Absolute Spectral Response Characteristics of Aluminized 
Phosphor Screens” (available on request). 
IaT Wall Chart : “Typical Absolute Spectral Response Characteristics of 
Photoemissive Devices” (available on request). 
E. H. Eberhardt, Applied Optics 7, 2037 (1968). 
E. H. Eberhardt, Applied Optics 6, 161 (1967). 
E. H. Eberhardt, ITT Technical Note No. 101, “Signal to Noise Ratio of Image 
Dissectors” (1 966). 
ITT Technical Note No. 112: “A survey of Image Dissector Performance 
Characteristics”. 
M. Namordi: “Analysis of the Image Dissecticon Image Tube” ASTIA Document 
No. AD 639067, ARAC Document No. N67-11885, (1966). 
W. L. Wilcock (University College of N. Wales, Bangor, Caernarvonshire, Wales): 
“Signal-to-Noise Analysis for Dissection Tube” (Private Communication). 
E. H. Eberhardt: “Smoothing Electron Multipliers”, IaT Research Memo 398, 
(1964) (available on request). 
TN 115 7-70 -7- 
APPENDIX C 
Dissector S/N Ratio 
43 
C.1 Dissector S/N Ratio (Current Measuring Mode) 
The shot noise current component, in, of the photemission current Iap enter- 
ing the aperture of a dissector i s  given by the well known shot noise l a w :  
2 
i n  2 e LPAf 
where "e" i s  the electronic charge a n d a f  i s  the effective noise bandwidth of the 
noise measuring circui t  ( A /2 times the 3 db half-power bandwidth i n  simple RC 
circuits) .  
This noise current is  amplified by the electron multiplier, according t o  the 
gain, G, and, in addition, by an added mount given by the noise factor, k, of the 
electron multiplier, giving 
2 2 2  2 (anode noise current component) = ha = G kin2 2ekG IaPf 
Assuming a11 photocurrent t o  be usem1 signal current, an S/N current ratio, 
SNCR, a t  the anode, can then be defined as 
- 
2 ekaf 
1/2 - SNCR = la G Iap - ina ( 2ekG21apAf) 
This is the  basic S/N r a t i o  relationship for  an image dissector. 
It can be re-written i n  terms of the input f lux density, W, the cathode 
responsivity ratio, S, the electron transmission of the f i e ld  mesh,c)/ (used i n  
Vidissectors), and the aperture area, a, whose product i s  the aperture current, Iap, 
giving : 
The noise factor, k, which is  a direct  measure of the noise degradation in the  
electron multiplication process has a m i n i m  value(because of the unavoidable random 
nature of the secondary emission process) given by 
k.,in = 0- 
(r- 
where g average gain/stage of the electron multiplier. Introduction of 
materials with higher gainlstage, such as GaP with d-r 30-40, can reduce %in 
t o  a value approaching unity, i,e. 
b i n  (G@ = 1.0 
(However t h i s  i s  only a factor of about 30% improvement over conventional dynode 
materials, with T = 4, and 
4 - 2 1-33 1 kmin ( 0-z  4) = 4-1 : 3 4 
The noise bandwldth,Af, -- f o r  the external circuits,  must be wide enough t o  
allow measurable signal current changes, between one image element and .the next, 
but not too wide or reduced S/N ratio, according t o  the above relationships w i l l  
occur. 
of the measuring c i rcu i t  l/ Af equal t o  2 times the interrogation time (or  sweep 
time) A t  f o r  one image element : 
The conventional compromise here i s  t o  put the period of the noise bandwidth 
l /Af : 2 n t  
(This  permits, fo r  example, the interrogation of two 250 ysec saaples with a 
c i rcu i t  bandwidth of UrFIZ) .  
The interrogation time,At, can, i n  turn, be approximated by the r a t io  of 
the aperture dimension, s, along the direction of scan, t o  the scan velocity, v: 
A t  = S/V 
or by the ratio,  T/h, of the time permitted, T, t o  scan over 9 resolution elements: 
At =' T/n 
Thus the S/N ratio, according t o  the above, w i l l  be proportional 
1/2 SNCR - (T/n) 
t o  : 
and w i l l  be markedly reduced i n  magnitude i f  many resolution elements, a, are t o  be 
interrogated i n  a fixed time, T, as  i n  detecting a spectrum of radiation. 
It is  t h i s  loss, by the r a t i o  (T/n) 1/2  , which the smoothing dissector i s  
designed t o  reduce or eliminate. 
G.2 Dissector S/N Ratio (Pulse Counting Mode) 
The ar r iva l  rate of photelectrons entering a dissector aperture, Rap, i s  
given by : 
Rap z ws a/e 
where the symbols used are  the same as those used above. 
can be changed t o  the incident photon r a t e  density, i n  photons/sec/cm , times 
the qumtwn efficiency of the photocathode, i f  so desired.) 
(The quantity WS/e 
2 
These electrons produce a counting rate, Ra, i n  the anode c i rcu i t  given by 
R, =C%p 
where C = absolute photoelectron counting efficiency of the electron multiplier. 
The t o t a l  photoelectron count, N a y  at  the anode i n  a counting time, t, i s  then 
given by : 
Na : RaAt CWSdaAt/e 
T h i s  count w i l l  be subjected t o  an unavoidable s t a t i s t i c a l  variance (assuming 
random emission of electrons) given by: 
J / 2  variance : (cwsYaA/e) 
Since the dark count rate of most small aperture 
compared t o  Ne, t h i s  signal count variance represents 
of "noise" f o r  the dissector i n  t h i s  counting mode of 
can then be expressed as 
signal count - - 
sNcR = variance 
dissectors i s  negligible 
essentially the sole source 
operation. ~n S/N r a t i o  
J / 2  
(CWSYa A t / e )  
Comparison of t h i s  resu l t  ( fo r  the counting mode) w i t h  the previous resul t  
( for  the current measuring mode) shows that the two are exactly equivalent for: 
t = 1/2Af 
(as previously approximated), and i f  the counting efficiency, C, were related t o  
the noise factor, k, according t o  
C = l / k  
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A principle advantage of the counting mode of operation is  that it is elrperi- 
mentally easier t o  achieve high values of the counting efficiency, C, (approaching 
unity) than it i s  t o  achieve low values of the noise factor, k (a lso approaching 
unity). Experimentally, the magnitude of the counting efficiency C depends on 
the bias discriminator level  set t ing i n  the counting circuits,  which must be 
selected w i t h  care. 
small), the spurious small-amplitude dark count can be kept small, by proper tube 
design, permitting counting efficiencies approaching unity ( 1009) t o  be achieved. 
This i s  a (sometimes hidden) advantage of the smoothing dissector over competitive 
However, for  image dissectors (whose apertures are  inherently 
devices, such as bmks of photomultiplier tubes. 
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